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MICROMETERS

For more information visit www.moore-and-wright.com  Partners in Precision

Traditional Depth Gauge Micrometer 

Digitronic Depth Micrometer 305 Series

Features
Standard: DIN 863

• Interchangeable rods

•  Rods are hardened and the measuring 
faces are micro-lapped

•  Features ‘easy to read’ large 7.5mm 
character height, digital display

• ‘Soft keys’ for maximum operating comfort

• Constant force ratchet thimble

• Satin chrome finished base 

•  Functions: mm / inch conversion, set, on/off, 
zero-setting, battery low indication, hold, 0...ABS   

  MW890 MW891 MW892
 Range Series Series Series
 0-25mm MW890M n/a n/a
 0-1" MW890 n/a n/a
 0-75mm n/a MW891M75 MW892M75
 0-3" n/a MW891-3 MW892-3
 0-150mm n/a MW891M150 MW892M150
 0-6" n/a MW891-6 MW892-6
 0-300mm n/a MW891M300 MW892M300
 0-12" n/a MW891-12 MW892-12

 DEPTH GAUGE MICROMETER

 Code No Range  Resolution Base
 MW305-00DDL 0-25mm / 0-1" 0.001mm / 0.00005" 4" / 100mm
 MW305-01DDL 0-50mm / 0-2" 0.001mm / 0.00005" 4" / 100mm
 MW305-02DDL 0-100mm / 0-4" 0.001mm / 0.00005" 4" / 100mm
 MW305-03DDL 0-150mm / 0-6"  0.001mm / 0.00005" 4" / 100mm
 MW305-04DDL 0-200mm / 0-8" 0.001mm / 0.00005" 4" / 100mm
 MW305-05DDL 0-300mm / 0-12" 0.001mm / 0.00005" 4" / 100mm

 DIGITRONIC DEPTH MICROMETER

MW890 Series:
• Fixed depth rod, 6.8mm diameter

•  63.5mm / 2 1/2" base length

•  ’Speeder’ type ratchet

•  Lock screw

MW891 Series:
•  Interchangeable depth rods, 4mm diameter

• 63.5mm / 2 1/2" base length

MW892 Series:
•  As 891 Series except for: 

100mm / 4" base length

MW890M

MW892M

MWEX2011_MIC_Page_36-37.indd   36 10/11/2011   11:33


