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Digitronic Caliper Type Inside Micrometer 
280 Series

Features
Standard: DIN 863

• For measuring the inside of a bore or hole

•  Features ‘easy to read’ large 7.5mm character height, digital display

• Modern design

• ‘Soft keys’ for maximum operating comfort

• Long life guaranteed

• With constant force ratchet thimble

•  Satin chrome finished frame with high quality insulated grip

•  Functions: mm/inch conversion, on/off, zero-setting, 
data-output, battery low indication, hold, 0...ABS 

•  Packed in plastic box with standard and battery cover key

 Code No Range Resolution Setting Ring
 MW280-01DDL 5-30mm / 0.2-1.2" 0.001mm / 0.00005" Yes
 MW280-02DDL 25-50mm / 1-2" 0.001mm / 0.00005" Yes
 MW280-03DDL 50-75mm / 2-3" 0.001mm / 0.00005" No
 MW280-04DDL 75-100mm / 3-4" 0.001mm / 0.00005" No
 MW280-05DDL 100-125mm / 4-5" 0.001mm / 0.00005" No
 MW280-06DDL 125-150mm / 5-6" 0.001mm / 0.00005" No
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Caliper Type Inside Micrometer 280 Series 

Features
Standard: DIN 863

•  For measuring the inside of a bore or hole

• Resolution 0.01mm

• With constant force ratchet thimble

• Satin chrome finished frame

•  With tungsten carbide measuring faces 
and constant force ratchet

• Locking clamp for positive locking of spindle

•  Packed in wooden/plastic box with setting 
ring and adjusting key

 Code No Range  Resolution Setting ring
 MW280-01 5-30mm 0.01mm Yes
 MW280-02 25-50mm 0.01mm Yes
 MW280-03 50-75mm 0.01mm No
 MW280-04 75-100mm 0.01mm No
 MW280-05 100-125mm 0.01mm No
 MW280-06 125-150mm 0.01mm No
 MW280-07 150-175mm 0.01mm No
 MW280-08 175-200mm 0.01mm No
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